MINM Eatal 2006-06

Powered Haulage

Apnili22, 2006 (Tennessee)
Crushedl Stene Operation
Uity Operator

531 years old

7-years mining experence



Overview

Fhevictim was gathenng Wash down ReSes
10 Start Washing materal out: fiem; Under the
rallread scales. He thpped eVer the NeSes
and fellfin fifent of the front-end leader thait
Was; traveling threughithe area.






Root Cause

Management pelicies andl controls Were inadequate.
Procedures were not 1n place requirngl Neses to e
removead and stored When not 1 use. VMamnagement failled
10 Identiiy, the thappIng: hazard that Was, created WRER NOSes
Were lying In travelways and Werk areas. Procedures that
pronipited mIREers firem| perferming tasksiin areas Where
mohile equipment Was Pelng| eperated Were: not
established.



Best Practices

Before meving moebile equipment, be certain no
ORe IS In the Intended path, sound the hoera te
Walkn URSEEn PEersens, and wait a few moements to
give them time to get te a safe location.

Iirain allfminers te recognize the hazard off moebile
equipment traveling nearby and never assume
the eguipment operator sees them.

Ensure that all woerkplaces are kept clean and
orderly.



	MNM Fatal 2006-08	
	Overview
	Root Cause
	Best Practices

